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LOAD RATINGS NOTES: PRW.iC.___CPHR-600-A

RATING Lbs 1. BEARING COMES PACKED WITH LITHIUM BASED #2

RADIAL BASIC DYNAMIC 35,880 WEIGHT GREASE

DY NICCTHRRISS TLOAED 33,200| 2. OUTER MAY COME WITH BLACK OXIDE

MAXIMUM STATIC CAPACITY | 68,800

ISO VIEWS
SCALE .25:1
6.000
—={le—1/16
A
‘ 31/4 MIN
R56 3\ 7 ~~——EFFECTIVE
CROWN | | 1 THREAD ke

F:;-—s/s HEX

7
¥ Lz 1/2-12 UN - 2A
< THREAD
2.500
@31/4 @
2.499 SECTION A-A
BASE VIEW SCALE .5:1
SCALE .5:1
. CUSTOMER PART# —
MATERIAL NOTES: R %, e mncnes T CARTER MANUFACTURING CO., INC.
OUTER - BEARING STEEL, HEAT TREATED -fﬁgf_ E=s=|=_-g:02,5 TYPOGRAPHICAL ERRORS GRAND HAVEN, MICHIGAN 49417
STUD - COLD ROLLED STEEL INCH [METRIC] REVISION PART NAME: ASSEMBLY SHEET 1 OF 2
BEARING ASSY. - 395LA-90329 CHANGE NOTE: AUTHOR. BY | DRAWN BY CHK'D BY SALES MATERIAL
WASHER - COLD ROLLED STEEL A
END CAP - COLD ROLLED STEEL DB SGW MD KR NOTED
REV. BY DATE DATE DATE DATE DRAWING NO.
SGW 2/2/2010 1/28/2010 2/2/2010 2/2/2010 CPHR-600-A

A B C D E 4 F | G H T ]



